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COMPARISON CHART

MODEL DIMENSION SPECIFICATION RACK SIZE OPENING HEIGHT TANK SIZE

PDX-1001JD 780 x 880 x 1435 mm 12kW, 15kW / 380V 600 x 600 mm 480 mm Wash Tank : 68L

Wide Door    (Customized)  Rinse Tank : 38L

PDX-1001  675 x 740 x 1390 mm 5kW, 7kW / 220V 500 x 500 mm 400 mm Wash Tank : 42L

Door   5kW~12kW / 380V (International)  Rinse Tank : 28L

PDX-1005 875 x 930 x 1550 mm 17kW / 380V 717 x 625 mm 535 mm Wash Tank : 77L

Extra Wide Door    (Customized)  Rinse Tank : 39L
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BUILT-IN CHANGEABLE RACK
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PDX-1005 has built-in rack (717 x 626 mm) that can be transformed into either flat rack or pin rack. 
The pin rack has total of 84-pins with 7 columns of 12 pins on each column. Each column can be lifted individually.  



SLIDER-TYPE DISHWASHER
PDX-1002 Series

PDX-1002 slider-type dishwasher is specially designed with inward sliding door to save space above the machine. 
Dishwasher can be used in limited kitchen spaces such as under the shelf, hood duct etc, It has the same washing 
performance as door-type dishwasher. The recommended catering capacity ranges from 100 to 200 people.

Straight-through (R → L) Straight-through (L → R) Left Corner (R → L) Right Corner (L → R)



19 / 20

PRODUCT ADVANTAGES

■ Slider Cap Design :

Dishwasher door can be opened by simply sliding the door cap inwards. This 
design saves kitchen & clearance space above the machine by 40~50 CM.

■ 3 Heaters (Heating Elements)：
Total of 3 heaters are installed; 2 heaters in the rinse tank, 1 heater in the wash 
tank. This allows the water to be heated faster and maintain high temperature 
which enables the dishwasher to be used continuously. 
■ “S-Shaped” Stainless Wash Arms :

Specially designed “S-shaped” stainless wash arms can provide maximum 
hygiene by using high pressure jet nozzles and reaching the corner blind spots.

■ Electrical Compatibility :
Various electrical specifications are available from 220V and 380V. Various total 
rated loads are available at 5kW, 7kW, 9kW and 12kW.

MODEL PDX-1002 SERIES 

TYPE   ELECTRIC

TOTAL RATED LOAD   5kW / 7kW / 9kW / 12kW

ELECTRICAL RATING 220V, 50Hz, 1PH

 380V, 50Hz, 3PH

CAPACITY (Racks, Plates)  50 /h,  1,500 /h    

CYCLE TIME  40~285 sec (Default: 77) 

WASH & RINSE TANK  42 L, 28 L

WASH & RINSE TEMPERATURE 65~70°C, 85~95°C

RINSE WATER CONSUMPTION  3 L /min 

DIMENSION (Outer)  660 x 665 x 1375 mm

WHERE-TO-USE 

Slider-type dishwasher can be used in limited kitchen spaces; under the cabinet, shelf, stairs, hood duct etc.
It saves an extra clearance space of 40-50 CM above the dishwasher compared to regular door-type dishwasher.

Under the shelf Under the stairs Under the hood duct

Door cap will slide inwards when lifted



Between sink & work table Next to sink table

UNDERCOUNTER-TYPE DISHWASHER
PDX-1003 Series

PDX-1003 undercounter-type dishwasher is a compact sized dishwasher for small dining facilities like cafes and 
bars. This model can be used in both commercial and residential kitchens. The recommended catering capacity 
ranges from 50 to 100 people.
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MODEL PDX-1003 SERIES 

TYPE   ELECTRIC

TOTAL LOAD (Residential)  1.5 kW

TOTAL LOAD (Commercial)    2.0 kW / 4.0 kW / 6.0 kW

ELECTRICAL RATING 220V/380V, 50Hz, 1PH

WASH PUMP & RINSE PUMP 350W / 90W

CAPACITY (Racks)  30~40 /h    

CYCLE TIME  300~600 sec

WASH & RINSE TANK  21 L, 9 L

TANK TEMPERATURE 80~90°C

RINSE WATER CONSUMPTION  2 L /min 

DIMENSION (Outer), WEIGHT  600 x 628 x 810 mm, 65 KG

PRODUCT ADVANTAGES

■ All-in-One Design :

This compact sized undercounter includes high quality wash pump, rinse 
pump, drain pump and dispenser pump. Washing is observable through 
large tempered glass to ensure proper operation and dishware hygiene.

■ Auto Drain System :

After each wash, the used water in wash tank is drained out automatically. 
This feature provides convenience for users when cleaning as well as better 
hygiene. The drain pump can be also operated manually on control panel.

■  Residential and Commercial Use :

Various electrical loads are available for residential and commercial use; 
1.5 kW, 2.0 kW, 4.0 kW, 5.0 kW. For residential use (1.5 kW and 2.0 kW), 
electrical plugs can be used directly for electrical connection.

■ Internal Chemical Dispenser and Tablet Case :

Liquid chemicals can be used by connecting to internal chemical dispenser 
and solid chemicals can be used by placing tablets on stainless tablet case. 

COMPARISON CHART

MODEL  TOTAL LOAD # OF PUMPS SPRAY ARMS WINDOW WATER TANKS DRAIN CYCLE TIME

Other Brands  4.0 ~ 15.0 kW 1 PUMP 1 x WASH ARM NO 1 TANK MANUAL 2~3 MIN

China Models      INSTALLED 1 x RINSE ARM  

SouthPro    1.5 kW, 2.0 kW, 3 PUMPS 2 x WASH ARMS YES 2 TANKS (WASH AUTO 1~5 MIN 

PDX-1003  4.0 kW, 6.0 kW INSTALLED 2 x RINSE ARMS        & RINSE TANK)  



RACK CONVEYOR-TYPE DISHWASHER
SPJ-2001 Series

SPJ-2001 Single tank rack conveyor-type dishwasher guarantees maximum hygiene and wash results with optimized 
technology and durability. Electric booster is built-in the dishwasher to save kitchen space. The operating direction of 
the conveyors can be changed on site. The recommended catering capacity is between 300 to 400 people.

SPJ-2001D : 1-Tank Rack conveyor-type dishwasher is attached with dryer zone (SPJ-D).

PRODUCT ADVANTAGES

■ 3 HP Wash Pump :

Powerful 3 HP wash pump provides maximum hygiene and wash result.
■ Built-in Electric Booster  :

Electric booster is installed inside the machine to save kitchen space.
■ Triple Rinse Arms :

Total of 3 rinse arms are installed at rinse zone for improved rinse quality.
■ SMART Maintenance System & Safety System :

All detailed electrical inspections can be done from by LCD touchsreen.
■ Detachable Dryer (SPJ-D) :

Dryer zone can be attached to the machine for faster dry results.
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MODEL   SPJ-2001 SERIES      SPJ-2003 SERIES    SPJ-D (DRYER)                 

TYPE   ELECTRIC     ELECTRIC      ELECTRIC                                                  

TOTAL RATED LOAD   36.0 kW      38.2 kW     18.4 kW                                                 

ELECTRICAL RATING 380V, 50Hz, 3PH   380V, 50Hz, 3PH    380V, 50Hz, 3PH                                    

CAPACITY (RACKS, PLATES)  150 /h,  4,500 /h    200 /h,  6,000 /h                            

CONVEYOR SPEED 1.0-1.4 m /min    1.5-2.0 m /min                                

WASH PUMP 2.2 kW, 380V, 50Hz   2 x 2.2 kW, 380V, 50Hz   DRY MOTOR : 0.4 kW  

WASH & RINSE TEMPERATURE  65~70°C, 85~95°C    65~70°C, 85~95°C    DRY TEMP.:  95~100°C          

WASH & RINSE TANK   80 L, 75 L    145 L, 75 L                  

HEATER (WASH TANK, RINSE TANK)  6.0 kW, 3 x 9.0 kW    6.0 kW, 3 x 9.0 kW     DRYER : 9 x 2.0 kW                        

DIMENSION (OUTER)  1340 x 700 x 1400 mm    2000 x 700 x 1400 mm   700 x 700 x 1855 mm                          

RACK CONVEYOR-TYPE DISHWASHER
SPJ-2003 Series

SPJ-2003 is 2-tank rack conveyor-type dishwasher which has an addtional wash zone to increase the washing capacity 
by 25%. Also, dryer zone machine can be installed seperately next to the rack conveyor dishwasher for faster dry results. 
The recommended catering capacity is between 400 to 500 people.



TECHNICAL DATA

PDX-1001A-1
Door-Type
Electric

680 x 780 x 1355 50 /h
1,500 /h

40 ~ 285 sec
(Default : 77 sec)

55~65°C
85~95°C

400 mm 

PDX-1001C
Door-Type
Electric

680 x 780 x 1355 50 /h
1,500 /h

40 ~ 285 sec
(Default : 77 sec)

55~65°C
85~95°C

400 mm

PDX-1004
Double Door-Type
Electric

PDX-1005
Extra Wide Door
Electric

1280 x 830 x 1385 100 /h
4,000 /h

170 /h
5,000 /h

40 ~ 285 sec
(Default : 117 sec)

40 ~ 285 sec
(Default : 121 sec)

60~70°C
85~95°C

60~70°C
85~95°C

420 mm

535 mm

PDX-1001B-1
Door-Type
Electric

680 x 780 x 1355  50 /h
1,500 /h

40 ~ 285 sec
(Default : 77 sec)

55~65°C
85~95°C

400 mm

SPJ-2001
Rack Conveyor
Electric

1340 x 700 x 1400 150 /h
4,500 /h

1.0 ‒ 1.4 m /min 60~70°C
85~95°C

425 mm

SPJ-2003
Rack Conveyor
Electric

2000 x 700 x 1400 200 /h
6,000 /h

1.5 ‒ 2.0 m /min 60~70°C
85~95°C

425 mm

PDX-1001JD
Wide Door-Type
Electric

780 x 890 x 1410 50 /h
1,500 /h

40 ~ 285 sec
(Default : 119 sec)

60~70°C
85~95°C

480 mm

PDX-1002
Slider-Type
Electric

660 x 665 x 1375 50 /h
1,500 /h

40 ~ 285 sec
(Default : 77 sec

60~70°C
85~95°C

400 mm

PDX-1003
Undercounter
Electric

600 x 600 x 810

875 x 930 x 1550

40 /h
1,200 /h

300 ~ 600 60~70°C
80~90°C

380 mm

PDX-1001C-1
Door-Type
Electric

680 x 780 x 1355  50 /h
1,500 /h

40 ~ 285 sec
(Default : 77 sec)

55~65°C
85~95°C

400 mm

PDX-1001C-2
Door-Type
Electric

680 x 780 x 1355 50 /h
1,500 /h

40 ~ 285 sec
(Default : 77 sec)

55~65°C
85~95°C

400 mm

MODEL SERIES
TYPE

DIMENSION
(Outer)

CLEARANCE
HEIGHT

CAPACITY
(Racks /h)
(Plates /h)

CYCLE TIME
(Seconds)
(Default)

TEMPERATURE
(Wash)
(Rinse)

PDX-1001A-2
Door-Type
Electric

680 x 780 x 1355  50 /h
1,500 /h

40 ~ 285 sec
(Default : 77 sec)

55~65°C
85~95°C

400 mm 
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INTERNAL3.0 L /min5.0kW
7.0kW
9.0kW
12.0kW

220V, 50Hz, 1PH
380V, 50Hz, 3PH

0.8kW
2.1kW, 3.5kW, 6.0kW

0.75kW, 1 hp
220V, 50Hz, 1PH

5.0kW
7.0kW
9.0kW
12.0kW

220V, 50Hz, 1PH
380V, 50Hz, 3PH

3.0 L /min0.8kW
2.1kW, 3.5kW, 6.0kW

INTERNAL0.75kW, 1 hp
220V, 50Hz, 1PH

42 L
28 L

42 L
28 L

INTERNAL3.0 L /min5.0kW
7.0kW
9.0kW
12.0kW

220V, 50Hz, 1PH
380V, 50Hz, 3PH

0.8kW
2.1kW, 3.5kW, 6.0kW

0.75kW, 1 hp
220V, 50Hz, 1PH

42 L
28 L

12.0kW
15.0kW

380V, 50Hz, 3PH 6.0 L /min INTERNAL0.75kW, 1 hp
220V, 50Hz, 1PH

68 L
38 L

2.1kW
3.5kW, 6.0kW 

18.0kW
20.0kW

380V, 50Hz, 3PH 6.0 L /min2.1kW
6.0kW, 8.0kW

INTERNAL2 x 0.75kW, 1 hp
220V, 50Hz, 1PH

102 L
45L

17.0kW 380V, 50Hz, 3PH 5.2 L /min2.1kW
6.0kW, 8.0kW

INTERNAL1.5kW, 2 hp
380V, 50Hz, 3PH

77 L
39 L

38.2kW 380V, 50Hz, 3PH 5.0 L /min6.0kW
9.0kW x 3 EA

EXTERNAL2 x 2.2kW, 3 hp
380V, 50Hz, 3PH

145 L
75 L

36.0kW 380V, 50Hz, 3PH 5.0 L /min6.0kW
9.0kW x 3 EA

EXTERNAL2.2kW, 3 hp
380V, 50Hz, 3PH

80 L
75 L

5.0kW
7.0kW
9.0kW
12.0kW

220V, 50Hz, 1PH
380V, 50Hz, 3PH

3.0 L /min0.8kW
2.1kW, 3.5kW, 6.0kW

INTERNAL2 x 0.75kW, 1 hp
220V, 50Hz, 1PH

42 L
28 L

    -
2.0 kW

1.5kW
2.0kW
4.0kW
6.0kW

220V, 50Hz, 1PH
220V, 50Hz, 1PH
380V, 50Hz, 3PH
380V, 50Hz, 3PH

1.2 L /min INTERNAL0.75kW, 1 hp
220V, 50Hz, 1PH

21 L
9 L

INTERNAL3.0 L /min5.0kW
7.0kW
9.0kW
12.0kW

220V, 50Hz, 1PH
380V, 50Hz, 3PH

0.8kW
2.1kW, 3.5kW, 6.0kW

0.75kW, 1 hp
220V, 50Hz, 1PH

42 L
28 L

5.0kW
7.0kW
9.0kW
12.0kW

220V, 50Hz, 1PH
380V, 50Hz, 3PH

3.0 L /min0.8kW
2.1kW, 3.5kW, 6.0kW

INTERNAL0.75kW, 1 hp
220V, 50Hz, 1PH

42 L
28 L

TOTAL LOAD
(kW)

ELECTRICAL
RATING

WASH PUMP
(kW, hp)

RINSE WATER 
CONSUMPTION

TANK SIZE
(Wash Tank)
(Rinse Tank)

CHEMICAL
DISPENSER

HEATER
(Wash Tank)
(Rinse Tank)

5.0kW
7.0kW
9.0kW
12.0kW

220V, 50Hz, 1PH
380V, 50Hz, 3PH

3.0 L /min0.8kW
2.1kW, 3.5kW, 6.0kW

INTERNAL0.75kW, 1 hp
220V, 50Hz, 1PH

42 L
28 L



DIMENSION

PDX-1001A/B/C DOOR-TYPE

PDX-1001JD WIDE DOOR-TYPE

PDX-1002 SLIDER-TYPE

13
75

67
0

18
5

65
5

660

52
0

660

40
0

655

PDX-1003 UNDERCOUNTER-TYPE
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PDX-1004 DOUBLE DOOR-TYPE

PDX-1005 EXTRA WIDE DOOR-TYPE

SPJ-2001 RACK CONVEYOR-TYPE (1-TANK)

14
00

69
0

16
0

1336

55
0

700

42
0

70
0

1340

52
0

SPJ-2003 RACK CONVEYOR-TYPE (2-TANK)

14
00

69
0

16
0

1996

55
0

700

42
0

70
0

2000

52
0

53
5

21
00 625

15
50

875

67
0

20
0

805 740
930

69
5

68
0

67
0

20
0

93
0

863

72
0

1268

40
0

17
85 500

560

13
85

1280

83
5

16
0

830



CERTIFICATIONS & PATENTS

Business Registration Certificate Work Registration Certificate

Door-Type 
Dishwasher Patent

Chemical Dispenser 
Patent

Door-Type 
Dishwasher Patent

Slider-Type 
Dishwasher Patent

Wide Door-Type 
Dishwasher Patent

Undercounter-Type 
Dishwasher Patent

Double Door-Type
Dishwasher Patent

Heat Recovery
System Patent

U-shaped Wash 
Arm

Extra Wide Door
Dishwasher Patent

Extra Wide Door
Dishwasher Patent

CE Certification
Door-Type

CE Certification
Undercounter-Type

Auto Drain System
Patent

Changeable Rack
Patent
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FACTORY & EXHIBITION

2017 Guangzhou Hotel Equipment & Supply Exhibition

2018 Guangzhou Hotel Equipment & Supply Exhibition

2019 Guangzhou Hotel Equipment & Supply Exhibition

2020 Guangzhou Hotel Equipment & Supply Exhibition

2019 Hofex Hong Kong

2017 Food & Hospitality Thailand (FHT)

SOUTHPRO CHINA FACTORY


